PATCHP24PHZ
24Port UTP Cat5e Patch Panel 19

" ® = m ®m mE E ® ® ® W W S N N S 8 S ® ¥ ¥ ®W S ® N 8 S ®N N N S ®E B N O®N NN " m = = ®m § - % 8 s =m ¥ N 8 =N ®m ¥ ¥ 3 &

- 440.0 -
o
@gTJTr'_W_iFLj_r'_FLJT"LJWLFLJ?_JH T et ©
[ e e "% o] N _
2 = = 5 i e
SRS 3| &
EEEEEEER B =
R A T A case | 155
'-_{::l. 8 7 8 9 10 11 12 13 14 15 18 17 18 18 20 29 22 23 X ’:n“-a——-—fi-]T
o
125.00 =
£65.0 -
- £82.5 - - -
NOTES:
ELECTRICAL:
1. VOLTAGE RATING : 125 VAC RMS
2. CURRENT RATING : 1.5 AMP

3. CONTACT RESISTANCE : 100 MILLIOHMS MAX

4, INSULATION RESISTANCE: 1000 MEGOHMS MIN @ 500 VDC
5. DIELECTRIC STRENGTH : 750 VAC RMS 60Hz,1MIN
ENVIRONMENTAL:

1. STORAGE : —40'TO +85°

2. OPERATION : O TO 70

CONFORM TO TIA/EIA 568B CATEGORY 5Se

MATES WITH MODULAR PLUG CONFORMING TO FCC PART 68,
MECHANICAL.:

1.HOUSING MATERIAL: PBT+15%GF UL94V-0

2.PANEL FRAME : S45C, POWDER COATING IN BLACK COLOR
3.IDC MATERIAL : PC ULS4V—0 TERMINAL:PHOSPHOR BRONZE,TIN PLATING
4.RJ45 JACK LIFE : 750 TIMES MIN

5.1DC LIFE . 200 TIMES MIN

6.WIRE AWG 24~26

7.TIA Cat Se Perm. Lmk Test: Worst pair NEXT margin=5.0dB
8.Retentiveness of insertion structure: 50N 60%5s

CATEGORY S5e CHARACTERISTIC:

Finqusaca | 200700 e 190 || Fetum Toms | Afmecton
1.0 MHZ 635.0 35.5 0.1
4.0 MHZ 65.0 35.5 0.1
8.0 MHZ 64.9 35.5 0.1
10.0 MHZ 63.0 35,5 0.1
16.0 MHZ 58.9 i }o s 0.2
20.0 MHZ 57.0 34.0 0.2
25.0 MHZ 55.0 32.0 0.2
31.25 MHZ oJ. 1 30.1 0.2
62.5 MHZ 47.1 24.0 0.3
100.0 MHZ 43.0 20.0 0.4
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